
                                                                                                                                                                                                       Large Portable Clothesline 
IMPORTANT – READ THESE INSTRUCTIONS BEFORE ASSEMBLING & USING YOUR CLOTHESLINE 

 

 

Note the following for future reference 

Product Name  

Date of purchase:  

Place of purchase:  
 

 
 
 
 



1. Carton Contents 
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Item Description Quantity  Item Description Quantity 

1 Left Leg 2  12 M5 Nyloc Nut 4 
2 Right Leg 2  13 M6 x 14mm Low Head Socket Screw 4 
3 Spreader Bar 2  14 M6 x 20mm Low Head Socket Screw 8 
4  Leg Brace 2  15 M6 x 28mm Low Head Socket Screw 4 
5 Arm 2  16 M5 x 20mm Cross Head CSK Screw (Phillips Head) 2 
6 Tensioner Cover 4  17 M5 x 20mm Cap Head Socket Screw 2 
7 Leg Pivot 2  18 Polycore Line 2 
8 Arm Joiner 2  19 4mm Hex Key 1 
9 Bar Joiner 1  20 5mm Hex Key 2 

10 Handle 1  21 M6 Chicago Bolt  - Female 2 
11 M6 Nyloc Nut 4  22 M6 Chicago Bolt  - Male 2 
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2. Bar Assembly 
1. Using a rubber mallet/hammer tap the Bar Joiner into one of the Spreader Bar pieces. Note the hole location in Step 1.  Continue tapping until the hole in 

the Arm Joiner aligns with the hole in the Spreader Bar.  If you’ve tapped the Bar Joiner too far, use a flat bladed screwdriver to carefully pry the Bar 
Joiner out of the Spreader Bar. Take care to not damage the painted finish. 

2. Slide Handle onto the Spreader Bar and secure with one Chicago Bolt. This will keep the Spreader Bar Joiner in position while you insert the other Spreader 
Bar. 

3. Use the rubber mallet/hammer to gently tap the second Spreader piece into position. Stop when it is flush with the first Spreader. 
4. Insert the second Chicago Bolt – screw together and tighten.  Do not over tighten the bolts.    

  

Step 1 Step 2 

  
Step 3 Step 4 

Screw hole facing down 
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3. Install the Legs 

  

Step 1 – fit nuts (12) into hex recesses of Arm Joiner. Step 2 – Insert Arm Joiner into each end of the assembled Spreader 
Bar.  Be sure that the screw holes are facing up on both parts. 

(17)

(16)

  

Step 3 – Rotate the Leg Pivot to the open position, slide onto the 
assembled end from Step 2 and secure to the Spreader Bar with screws 
(16 (Phillips Head) into Leg Pivot and 17 (Allen Head) into Spreader Bar). 

Step 4 –Fit the Legs and secure with screws (15) and nuts (11). Repeat 
for all Legs. 
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4. Install the Leg Braces 

 
Secure the Leg Brace to the Legs with screws (14). Repeat for both Leg Braces. 
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5. Install the Arms 

 
 

Use screws (13) to secure the Line Arms at each end. Make sure the Arms curve upwards. 
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6.  Threading the Line 
1. Thread the line through the Tensioner Cover.  
2. Pull the line down through the top of the Line Tensioner.  
3. Loop the line back up through the right hand hole leaving a loop below.  
4. Loop the line up over, threading the line back down the left hand hole pulling tight, feed the end of the line through the loop underneath of the tensioner.  
5.  Pull tight and trim the excess length. Clip the Tensioner Cover into position.  
6. Feed the line through each pair of the line hooks backwards and forwards between the Arms keeping the lines tight.  
7. When you reach the end tensioner repeat steps 1 to 5 to secure the line. 
Note:  Do Not Over Tension The Lines.   
 

  
Step1 Step2 

  

Step3 Step4 
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Step5 Step6 

 
Line Direction 
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7. Folding & Storage 

                 
 
With one hand on the Spreader Bar Assembly and the other hand on the Leg Brace, firmly push the Leg Brace towards the Spreader Bar Assembly to close the unit.  Repeat for 
the other side.  
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Warranty Information 
Breeze Dryer® warrants to the purchaser of the product (the customer) that this Large Portable Clothesline will be free from defects in workmanship and materials 
for 5 (five) years, and the polycore line for 1 year, from the date of the purchase of the product.  Breeze Dryer® is not responsible for normal wear and tear, for 
products used commercially or for failures caused by accidents, abuse, alteration, modification, misuse, or improper care.  If a defect in materials or workmanship 
becomes evident during the warranty period, Breeze Dryer® will, at its option, either: 

-Provide replacement parts, OR 
-Replace the product 

 
In the event of such a defect, the product will need to be returned to the manufacturer of the product by the customer, together with a valid proof of purchase, 
for replacement parts or a replacement unit.  Any handling, shipping costs, or other expenses incurred in claiming under this warranty are not covered by this 
warranty and will be borne by the customer. 
 
There are no other express warranties beyond the terms of this limited warranty.  In no event shall any implied warranties, including merchantability and fitness 
for a particular purpose, extend beyond the duration of the express warranty contained herein.  In no event shall Breeze Dryer® be liable for incidental or 
consequential damages.   
 
Some states do not allow limitations on how long an implied warranty lasts or the exclusion of limitation of incidental or consequential damages, so the above 
limitation or exclusions may not apply to you.  This warranty gives you specific rights and you may have other rights which vary from state to state. 
 
For instructions on requesting repair or replacement of your Breeze Dryer® product, please see the Warranty Claims Tab on the Breeze Dryer® website, 
www.breezedryer.com. 
 
 Delivery Address:     Mailing Address: 
 Breeze Dryer      Breeze Dryer 

4657 York Rd., Unit 1560    PO Box 1560 
Buckingham, PA  18912-1560    Buckingham, PA  18912 

 
As the product is intended for home DIY use only, commercial usage of this product for professional or industrial purposes will VOID this warranty. 
Again please note that the Line is only covered for 1 year from date of purchase. 
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Tips for your Original Online Experience 
Be sure to spread your load out over both sides of the clothesline.  Some line sagging may occur if you do not balance your laundry load between the two sides of 
the clothesline. 
Only use your clothesline to hang and dry laundry. 
Remember the clothesline is not a children’s toy. 
Keep your hands away from moving parts when opening and closing the clothesline. 
Note that the leg brace and the four corners provide additional storage space for laundry on hangers. 
Warning:  Do not push or pull your Large Portable Clothesline across the floor.  You must lift it off of the floor before moving it. 
 

Care & Maintenance 
Be sure to inspect your clothesline for any signs of wear and tear.  Do not use your Portable Clothesline if it is damaged.  Spare parts are available for repairs. 
The clothesline should be periodically wiped down with a damp cloth and mild detergent. We recommend a yearly application of car polish on the powder coated 
galvanized steel to maintain the appearance of the finish on the Portable Clothesline. 
 
Do Not Use Outdoors in extreme weather conditions like high winds or thunder storms.  In addition, tethering your clothesline to fixed point (ie. a railing or deck) 
when used outdoors, will provide added security from tipping. 
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