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LINE REPLACEMENT INSTRUCTIONS:

TO REMOVE OLD LINE - ALL MODELS :
• Open your Hoist fully and lock into position..
• IMPORTANT: Pay attention as to how your Hoist is wired in the

factory before removing the old Poly Core line.
• Remove the Wedges from the End Caps by inserting a 5mm pin

through the hole in the underside of the End Cap and tapping up
with a hammer. See FIG 1.

• Untie / cut the knots at the Start and Finish points. See FIG 4.
• Untie / cut the knot and remove the Line Tie Off Clip.See FIG 5.
• Cut the line approx. 300mm each side of the Line Tensioners

(where Fitted). See FIG 2.
• Remove the Line from the Line Tensioners (where Fitted) by pulling

it between the Tensioner Base and the Spool a half turn at a time.
See FIG 2.

• Use the Tensioner Key to line up the slots in the Spool (where
fitted) with those in the Tensioner Body.

• Remove the remaining line by pulling it through the Line Clips. See
FIG 3 .

TO REPLACE THE LINE:  PREWIRED MODELS.
• Open the Hoist and lock securely into position. Unwind the

replacement line and layout on the ground to prevent tangles.
• Tie a figure of 8 knot 1M from the end of the new line and snap it

through the first Line Clip opposite the Line Tensioning Arm (if fitted).
See FIG 4.

• Attach the line to the next Line Clips and Tensioners in succession until
you return to the start point. Follow the directions in  FIG 5.
IMPORTANT: At this point check that the Hoist Arms are square to
each other and not pulled out of shape.

• Snap the line through the start Line Clip and pull tight. Thread the line
out along the Arm to the next Line Clip. Repeat as previous until you
reach the end,  which is on the end of the arm from which you started.

• Pull the lines tight by hand starting from the inside and working
outward. Make sure that the arms are square to each other. Tie off the
line as per directions in FIG 5. and replace the Locking Wedges.

• Insert the Tensioner Key into the Line Tensioners (if fitted) and rotate
one quarter turn clockwise to lock the line in position.

• Allow the line to settle before tensioning using the Line Tensioners.
• Replace the Line Tie Off Clip on the end of the 1M long Tie Off Line.

Similar as shown in FIG 10. over page.

PREWIRED FOLDALINE MODELS.   



IMPORTANT: READ THESE INSTRUCTIONS BEFORE ASSEMBLY
AND USE.

58M POLY CORE LINE REPLACEMENT - INSTRUCTION SHEET.

HILLS GUARANTEE.

HILLS INDUSTRIES LIMITED undertake that if any part of its
manufacture has failed to operate correctly due to faulty workmanship
or defective material, it will repair or replace the part free of cost for a
period of  twelve (12) months from the date of purchase of the article,
given fair wear and tear. Evidence of unfair usage or incorrect
adjustment by the owner will void this promise.
HILLS INDUSTRIES LIMITED will not be responsible for any cost in
connection with freight or postage, or for the expenditure necessary to
dismantle the article, replace the part in position and re-assemble the
article.

This guarantee is in addition to any rights or remedies conferred on the
consumer by the Trades Practices Act or state laws.

As a proudly Australian manufacturer, we are committed to provide you
complete customer satisfaction. If you have questions about this
product, or find there are missing or damaged parts. PLEASE CALL
Hills direct on 1300 300 819 (cost of local call) for assistance during
normal business hours.

HILLS INDUSTRIES LIMITED do not recommend the application of a
‘canopy’ on any of their outdoor dryer range.

Unless any addition or attachment to this product has HILLS specific
approval or is sold as a HILLS product the warranty on this product is
waived. This product is designed to perform a specific task under
established test loads and unauthorised attachments may produce
stresses for which the design is not appropriate.

Design, specifications and colours depicted are subject to change without notice.

HILLS INDUSTRIES LIMITED
A.B.N. 35 007 573 417

RD12008a   Issue 27.08.01

58M POLY CORE LINE REPLACEMENT PACK IS SUITABLE FOR    :
FOLDALINE l.
FOLDALINE ll.
FOLDALINE ll A.
FOLDALINE PREWIRED.
FOLDALINE PREWIRED WITH LINE TENSIONING
DRYMASTER 42
COMPACT FOLDALINE.

POLY CORE LINE REPLACEMENT PACK CONTAINS:
DESCRIPTION QTY.

Poly core clothes line 58M
Line Tie Off Cap 1
Clothes Line Clip 1
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TO REPLACE THE LINE: FOLDALINE l - ll & llA.
• Open the Hoist and lock securely into position. Unwind the replacement

line and layout on the ground to prevent tangles.
• Thread the line through the four End Caps as shown in FIG 6. and cut off

leaving 200mm each end to tie off at point A.
• Pull the line tight and ensure that the arms are square to each other

before tying off as per insert FIG 6.

END
CAP

• Cut two pieces of line 300mm long from the coil. Square up the arms
and with the two pieces of line, tie the outer line to the End Caps at
points B and D as described in FIG 7. This will ensure that the arms
will stay square.

END
CAP

• Take the end of the main coil of line and tie it off at point C. as
described in FIG 8  and FIG 9. This is the START point.

• Run the line along the arm towards the centre of the hoist to the first
Line Grommet. See FIG 9. Thread the free end of the line through
each corresponding Grommets in arms B, A and D. and back
through the first grommet.

• Pull the line tight and run the free end of the line down the arm to
the second Grommet and repeat as described above. See FIG 8.
and FIG 9.

• IMPORTANT:  Pull the line carefully through the Line Grommets to
avoid damage.

• Repeat this process until you have reached the FINISH point as
shown in FIG 8. with the end of the line.

• DO NOT tie off the line at this time. First the line must be tensioned.
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ARM TIE OFF LINE:  (Used to secure Hoist arms for storage).
• Cut the line 1 metre from the tie off knot. Thread the end between the

arm and the line at the point shown in FIG 10.
• Fit the Cover onto the line. Tie the Line Tie Off Clip to the end of the

line and slip the Cover over the knot to secure.
• Your Hoist is now ready to use.

COVER

FOLDALINE l,       ll &       llA MODELS    

TO TENSION THE LINE:
• Start at the first Line Grommet. See FIG 9. Pull the line tight to

remove any slackness. Work your way around the hoist in the same
direction as you wired it until you reach the last Grommet. See FIG
8.

TYING THE LINE OFF:
• Pull the line tight through the last Grommet and tie off as shown in

FIG 10. DO NOT cut the line off at this point.
• Fold up the Hoist. Open it again and lock into position to check for

over-tightness. Adjust line tension if necessary.


